6HL8 


Medium-Mu Triode— 
Sharp-Cutoff Pentode 


9~PIN MINIATURE TYPE 
For Video and Bandpass Amplifier Applications inTV Receivers 


Electrical: 
Heater Characteristics and als 


Voltage {AC or OC)... » 2... 6.3 + 0.68 volts 

Current at heater volts =6.3..... 2. 0.6006 amp 

Warm-up time (Average). . 11 sec 

Peak heater-cathode voltage (Each unit}: 

Heater negative with respect tocathode . 200 max. volts 
Heater positive with respect tocathode . 200° max. volts 
Direct Interelectrode Capacitances: 
Without With 
External External 
Shield Shield 

Triode Unit: 

Gr to Pr... 2.8 2.8 pf 

Input: Gy to (Ky, Kp+G3p4 15, H}. Š 2 8 3.0 pf 

Output: Pr to (Kr, Kp+G3p+15, H). 1.6 2.4 pf 
Pentode Unit: 

Glp to Pp... » . 0,030 max. 0.026 max. pf 

Input: Glp to (Kp+G3p+18, G2p, H). 7 7.5 7.5 pf 

Output: Pp to (Kp+G3p+1S, G2o. Hh. í 2.4 3.0 of 
Mechanical: 
Operating Position. saosaoa es 4 4 ©.. Any 
Type of Cathodes... .......0484,4 Coated Uni potential 
Maximum Overall Length... 2... aa eee ee 23/16" 
Maximum Seated Length. 2... 2... ee ee. “4-15 /16" 
Length, Base Seat to Bulb Hep een tip). "479716" + 3/32" 
Diameter... . : Sch soca Ge 0700" te: 02875" 
Dimensional Outline sone we we a ww . SOO General Section 
BUTS o a ao ose eg . . .16-1/2 
Base... . a he ‘Smal 1—Button Noval 9-Pin (JEDEC No. E9~1) 

Basing Designation for BOTTOM VIEW. . . 2 ee. DAE 


Pin 1—-Triode Plate 
Pin 2 -Pentode Grid No.1 
Pin 3 -Pentode Grid No.2 
Pin 4 -Heater G 
Pin 5 -Heater KO” 
Pin 6 -Pentode Plate 
Pin 7 — Pentode Cathode, 
Grid No.3, Gip 
Internal Shield 
Pin 8 -Triode Cathode 
Pin 9 -Triode Grid 
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Characteristics: 


Triode Pentode 
Unit Unit 

Plate Voltage. . 2... 2... 2.) 125 125 
Grid-No.2 Voltage... 2... eee 125 
Grid-No.1 Voltage. ......... -1 -1 
Amplification Factor ........ 40 - 
Plate Resistance (Approx.) ... . . 5000 150000 
Transconductance . sipag ald” & te ah LOO0 10000 
Plate Currente ara o lS an be we Sh a, END 12 
Grid-No.2 Current. ......... - 4.5 
Grid-No.1 Voltage (Approx. ) 

for plate pa = 20... uo w Sor Bee OS -7 

AMPLIFIER — Class A, 
Maximum Ratings, Design-Maximum Values: 
Triode Pentode 
Unıt Unit 

Plate Voltage... ... 330 max. 330 max. 
Grid-No.2 (Screen-Grid) 

Supply Voltage . Rohe ie, oo - 330 max. 
Grid-No.2 Voltage. . . . . . See Grid-No.2 I 


Grid-No.1 (Control-Grid) 


volts 
volts 
volt 


ohms 
pmhos 
ma 

ma 


volts 


volts 


volts 


nput Rating Chart 
at front of Receiving Tube Section 


Voltage: 
Positive-bias value. .... 0 max. 0 max. volts 
Grid-No.2 Input: 
For grid-No.2 voltages 
up to 165 volts. ..... - 0.55 max. watt 
For grid-No.2 voltages 
between 165 
and 330 volts. . .. . . See Grid-No.2 Input Rating Chart 
at front of Receiving Tube Section 
Plate Dissipation. ..... 2.5 max. 2.5 max. watts 
Maximum Circuit Values: 
Grid-No.1Circuit Resistance: 
For fixed-bias operation . 1 max. 0.25 max. = megohm 
For self-bias operation. . 1 max. 1 max. = megohm 


For parallel heater operation. 


amperes. 
Tne dc component must not exceed 100 volts. 


test. 


RADIO CORPORATION OF 


Electronic Components and Devices 


AMERICA 


Harrison, N. J. 


For series heater operation current must be limited to 0.600 + 0.040 


With external shield, JEDEC No.315, connected to cathode of unit under 


© 


